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Gravity Water 
Purifiers
Restoring the fresh natural taste

Bacteria and Cyst
Reduction
> 99.99%
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Step 1
Fill the upper reservoir with ordinary tap water.

Step 2 
Ceramic Cartridge
The ceramic layer filters suspended solids and mirco-organisms.
(e.g. E.Coli, Giardia & Cryptosporidium)

Step 3 
Activated Carbon
The filter’s core of activated carbon absorbs offending organic chemicals, tastes, 
odour and chlorine.

Step 4 
CZR Canister (optional)

a) The extra bed of activated carbon extends the replacement interval of the 
ceramic cartridge.

b) The CZR electrochemically removes dissolved metals plus its bacteriostatic 
properties keep the water in the lower reservoir sanitised.

Note: Porcelain Gravity Purifier comes without 
the option for a CZR cartridge.

Clearware 6L
1 x Standard Ceramic Cartridge

Porcelain 10L
2 x Standard Ceramic Cartridge

Stoneware 8L
1 x Standard Ceramic Cartridge

It’s time to take water quality into your own hands
Waterco Gravity Purifiers are  
able to signicantly remove:

Bacteria and Cysts
(E.Coli, Giardia, Cryptosporidium)

Suspended Solids (Dirt, Rust and Algae)

Chlorine (Taste Problems)

Hydrogen Sulphide (Odour Problems)

Organic Pesticides (Lindane)

Dissolved Metals (Lead, Iron)

Standard Ceramic
Cartridge

Dome
Ceramic
Cartridge

Waterco Ceramic Cartridges are made of micro-
porous ceramic material, internally coated with an 
antibacterial treatment of Silver Nitrate. Within the 
Waterco Ceramic Cartridge is a Granular Activated 
Carbon Core.

For optimal performance, replace the ceramic 
cartridges every 4 months. If used in combination with 
the CZR canister, extend the replacement period to 
12 months. For optimal performance, replace the CZR 
canister every 12 months.

Replacement Periods

Do not use on water which is microbiologically unsafe or of unknown quality
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NOTE:  CZR cartridge are only supplied with Stoneware Plus Water Purifiers and are available for 
separate purchase

Requiring 

no plumbing 

or electrical 

connections

It can used in the 
home, office or 
outdoors


